AURORA SIGNAGE

Professional | Captivating | Innovative

LDCO96OXXWPR-G GSR RANGE

Fixed Install



Fast, easy installation and maintenance.

Weatherproof Strip

Quck lock Carry Handle Rear Installation

o,

Sealed Door Lock Handles

Weatherproof Connectors
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Superior performance

Effecient Cooling

Hanging, Stacking or Frame Mounting Options

High Refresh Rate
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Specifications

Pixel Pitch P3.3 P4 P5 P6.67 P8 P10 Unit
Module Size 320*160 320*160 320*160 320*160 320*160 320*160 mm
Module Resolution 96*48 80*40 64*32 48*24 40*20 32*16
Scan mode 1/16 1/10 1/8 1/6 1/5 1/2
Led SMD1921 SMD1921 SMD1921 SMD3535 SMD3535 SMD3535
Brightness 5000 6000 6000 5500 6000 7000 nits
=lhlcesh AN E R 960*%960*100mm | 960*960*100mm | 960*960*100mm | 960*960*100mm |960*960*100mm | 960*960*100mm | mm
Cabinet Resolution 288*288 240%240 192%192 144 *144 120*120 96*96 dots
Cabinet matatial diece-xsting diece;sting dieca_isting diec::zsting diec.':fsting diec.?fsting
magnesium alloy | magnesium alloy | magnesium alloy | magnesium alloy | magnesium alloy | magnesium alloy
Cabinet Weight 24.2 24.2 24.2 24.2 242 297 kgs
Maintenance way Rear Access Rear Access Rear Access Rear Access Rear Access Rear Access
Refresh Rate 1920 1920 1920 1920 1920 1920 hz/s
Viewing Angle 140/120 140/120 140/120 140/120 140/120 140/120 deg
Max Power
consumption/ 780/550 840/590 730/510 780/550 840/590 970/690 w/m’
Average Power
Gray Sca-te 14-16bits 14-16bits 14-16bits 14-16bits 14-16bits 14-16bits
Contrast Ratio "3000: 1 "3000: 1 "3000: 1 "3000: 1 "3000: 1 "3000: 1
LS s IP54/IP65 IP54/IP65 IP54/IP65 IP54/IP65 IP54/IP65 IP54/IP65
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Specifications subject to change
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